
FREQUENCY RESPONSE 27 Hz - 125 Hz

AMPLIFIER POWER (CONT/
PEAK)

225W/450W

LOW FREQUENCY DRIVER 10" high excursion spun-copper IMG woofer

WIRELESS TECHNOLOGY WiSA Wireless Technology 
Up to 24 bit / 48 kHz”

LATENCY < 5 ms

ENCLOSURE MDF

ENCLOSURE TYPE Bass Reflex via rear-firing port

HEIGHT 14.5" (368 mm)

WIDTH 12.5" (318 mm)

DEPTH 16.4" (417 mm)

WEIGHT 39 lbs (17.69 kg)

FINISH Black Textured Wood Grain Vinyl

A high-performance upgrade, Klipsch’s latest iteration of WiSA technology is designed 
for people who want simplicity of a sound bar and easy-to-install multi-channel 
capable audio from WiSA Ready TV’s, gaming systems and computers.

EASY PLUG AND PLAY SET UP
The Reference Wireless Series is a combination of Klipsch’s legendary sound with 
the state-of-the-art lossless wireless audio transmission from WiSA technology. 
This system provides better performance than any TV/sound bar, with wireless 
convenience. 

WISA TECHNOLOGY
WiSA allows multi-channel home theaters to be built without having to run speaker 
wires. The sound is optimized with custom digital signal processing and dedicated 
amplifiers per speaker to extract maximum performance from each unit. Built-in 
amplification eliminates the need for a complicated A/V receiver.

SIMPLE SET UP
Reference Wireless can be set up in a matter of minutes without the need to run 
speaker wire. This gives you the ability to place wireless speakers anywhere in your 
room without running speaker wire through walls or under carpet. 
Seamlessly connect these speakers to your WiSA Ready devices (including 2019 LG 
SUHD and OLED televisions, Windows 10 and Mac OS computers, and Xbox One*) using 
a certified WiSA transmitter. WiSA transmitters provide a lossless digital signal to 
Klipsch Reference Wireless speakers.

EASILY EXPAND YOUR SYSTEM
Begin your system with the best powered two-channel experience and grow it 
over time, up to a 7.1 surround sound home theater. Your system will automatically 
recognize and connect new wireless speakers as they are added. 
*Xbox One systems compatible through the use of Axiim Link

SPUN COPPER IMG WOOFERS
Injection Molded Graphite (IMG) woofer cones are exceptionally light while being 
extremely rigid – providing remarkable low frequency response, with minimal cone 
breakup and distortion. 
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